J AMKO MINING & DRILLING EQPT. PVT. LTD.

W AND WT SERIES CASINGS

WEIGHT PART

SIZE | LENGTH | O.D. ID. |(T.P.I KGS NUMBERS

BW 0.5 73.0 60.3 4 5.4 K6-02-001
BW 1 73.0 60.3 4 10.6 K6-02-002
BW 1.5 73.0 60.3 4 15.3 K6-02-003
BW 3 73.0 60.3 4 31.2 K6-02-004
NW 0.5 88.9 76.2 4 6.7 K6-03-001
NW 1 88.9 76.2 4 13.2 K6-03-002
NW 1.5 88.9 76.2 4 19.1 K6-03-003
NW 3 88.9 76.2 4 38.8 K6-03-004
HW 0.5 114.3 | 101.6 4 8.6 K6-04-001
HW 1 114.3 | 101.6 4 17.4 K6-04-002
HW 1.5 114.3 | 101.6 4 25.0 K6-04-003
HW 3 114.3 | 101.6 4 50.8 K6-04-004

HWT 0.5 114.3 | 101.6 | 2.5 8.8 K6-05-001
HWT 1 114.3 | 101.6 | 2.5 17.9 K6-05-002
HWT 1.5 114.3 | 101.6 | 2.5 25.0 K6-05-003
HWT 3 114.3 [ 101.6 | 2.5 50.9 K6-05-004

PW 0.5 139.7 | 126.5 3 12.5 K6-06-001
PW 1 139.7 | 126.5 3 25 K6-06-002
PW 1.5 139.7 | 126.5 3 34.7 K6-06-003
PW 3.0 139.7 | 126.5 3 69.4 K6-06-004
PWT 0.5 139.7 | 126.5 3 12.5 K6-07-001
PWT 1 139.7 | 126.5 3 25 K6-07-002
PWT 1.5 139.7 | 126.5 3 34.7 K6-07-003
PWT 3.0 139.7 | 126.5 3 69.4 K6-07-004

ALL KUVAWALA CASINGS ARE MANUFACTURED FROM THE HIGHEST QUALITY RAW
MATERIALS i.e. COLD DRAWN SEAMLESS TUBES OF GRADE SAE 1541. THESE HAVE
EXTREMELY HIGH MECHANICAL PROPERTIES AND STRAIGHTNESS BETTER THAN 1:3000 FOR
ALL DRILL CASINGS .

Head Office : 524 , Arun Chambers, Tardeo, Mumbai 400 034, India .

Pune Office & Factory : 519-D Kelawade, Taluka : Bhor, Dist - Pune 412213,
Maharashtra, India . www.amkodrillequip.com

E-mail : amkodrillequip@amkodrillequip.com / mgk@amkodrillequip.com

AMKO is constantly making efforts to improve it’s products and hence reserves the right to change it’s designs, materials, specifications and price without notice



